
7/19/2018

1

Global Technology, Local SupportMelbourne Sydney Brisbane
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BestechBestechBestechBestech

• Bestech – Overview

• Product Range, Inc “Civil sensors”

• Applications
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BestechBestechBestechBestech
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Solution PartnerSolution PartnerSolution PartnerSolution Partner
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TechnologiesTechnologiesTechnologiesTechnologies

Material Testing

Temperature

Leak Testing

Conditioners

Data Acquisition

Wireless

Inertial 

Navigation

Angle & Tilt Acceleration 

& Vibration

Load cells

Pressure

Teaching Equipment

Colour 

Measurement

Geotech

Displacement

Strain
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StrainStrainStrainStrain

• Foil – Metals, Concrete, Composites

• Fibre optic

• Vibrating wire

• Embedded

• Weldable

• Strain sensors

• Product Specialist

• Strain Gauge Course
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StrainStrainStrainStrain
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Acceleration/VibrationAcceleration/VibrationAcceleration/VibrationAcceleration/Vibration

• DC response – Variable Capacitance, Piezo resistive, 
Servo 

• Dynamic – Piezo Electric, IEPE, 

• Tilt sensors

• Wireless

• Seismic 

• Shakers

• Modal Hammers

• Product Specialist
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Acceleration/VibrationAcceleration/VibrationAcceleration/VibrationAcceleration/Vibration
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DisplacementDisplacementDisplacementDisplacement

NON-CONTACT

• Laser triangulation

• Laser long-range

• Eddy current, Capacitive

• Video

• Magneto Inductive

CONTACT

• LVDT

• Strain gauge based

• Draw wire

• Linear potentiometer

• Capacitive



7/19/2018

6

11

Displacement Displacement Displacement Displacement –––– Non ContactNon ContactNon ContactNon Contact
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Displacement Displacement Displacement Displacement –––– ContactContactContactContact
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Data AcquisitionData AcquisitionData AcquisitionData Acquisition

• Wireless

• Remote

• Standalone

• Handheld

• Flexible

• Fibre Optic

• High speed

• Software
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Data AcquisitionData AcquisitionData AcquisitionData Acquisition
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ApplicationsApplicationsApplicationsApplications

Bridge under construction in Norway

BeanDevice® HI-INC version

Wireless tiltmeter ±15° + BeanDevice® AX-3D are used to monitor bridge 

health during bridge construction
The BeanDevice® is power supplied

from an external battery
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ApplicationsApplicationsApplicationsApplications

BeanDevice® HI-INC version

Wireless tiltmeter ±15°

Low Duty 

Cycle

15 minutes

Battery Life 5 months

Wiring cost $ 0 – the Beandevice® 

operates on its

integrated battery

Tilt monitoring on 

metallic bridge in Russia 
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ApplicationsApplicationsApplicationsApplications
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ApplicationsApplicationsApplicationsApplications
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ApplicationsApplicationsApplicationsApplications
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ApplicationsApplicationsApplicationsApplications
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ApplicationsApplicationsApplicationsApplications
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ApplicationsApplicationsApplicationsApplications
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Mercury RT FootageMercury RT FootageMercury RT FootageMercury RT Footage
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The EndThe EndThe EndThe End

Thank you


